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The BOSS Final Tier 4 DUT 185 is the perfect 185 cfm Towable Rotary 
Screw air compressor for operating two 90lb jack hammers and more! 
Powered by a 49 hp diesel engine, this design has two stage air filter 
and large 29 gallon fuel tank for full shift duties. Built with the contractor 
in mind, the 185 cfm compressor is a reliable asset on any job site. 
Providing 185 cfm at 100 psi, this unit is perfect for powering pneumatic 
tools, sandblasting and more. 
This tow behind compressor includes two full length tool boxes, two 
large service doors, and galvanized inner fenders. For scratch and rust 
protection, the exterior of the machine is up-fitted with Galvanneal and 
powder coated sheet metal. 
The controller system for this unit allows for a full system integration 
featuring all the typical safety shutdowns such as;  
• Compressor temperature
• Discharge Pressure
• Engine oil pressure
• Engine temperature
• Voltmeter
• Tachometer 
• Fuel level - low fuel warning and shutdown
• Complete engine diagnostic tool 
• Unit converter
• Multilingual capabilities
• Waterproof up to six feet  

FEATURES
• Exclusive Three Year Warranty On Air End
• Automatic 0 to 100% Capacity Control
• Two Stage Dry Type Air Filter- External Access
• Multiple Service Connections
• Oil Level Sight Gauge
• Side by Side Coolers for Compressor and Engine
• Cooler Access Panel for Cleaning
• Steel Fuel Tank
• 15” Wheels & Tires
• Choice of Lunnette Eye or Ball
• Hitch on Height Adjustable Drawbar
• Large Full Length Tool Boxes in Each Side with Lockable Handles
• Galvaneal Enclosure, Galvanized Wheel Wells and Internal Panels
• Noise Level Limited to Maximum of 76 dBA at 7 Meters
• Easily Removable Upper Enclosure
• Automatic Shutdown and Protection System
• Automatic Blowdown Valve
• Unloaded Starting
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COMPRESSOR
Rated Delivery 185 CFM (5.2 m 3/min)

Rated Operating Pressure 100 psig (6.9 Bar)

Operating Pressure Range 70 - 125 (4.9 - 8.6 Bar)

Dimensions L x W x H (in”) 134” x 55” x 70”

Estimated Weight, Serviced 2,340 lbs (1,061 kg)

ENGINE
Make & Model ISUZU 4LEXABWO1 Tier 4 Final

Idle Speed 1400 RPM

Fuel Tank Capacity 30 Gal. (113.5L)

Horsepower @ rated RPM 49 hp

Full Load Speed 2400 RPM
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