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TOLERANCE ON ANGLES: +/- 0.5 DEGREE

MACHINED PARTS TOLERANCE: +/- 0.03 in

SHEETMETAL TOLERANCE: +/- .13 in
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Specification

1.The compressor must have at least 4 feet of clearance around all side for proper

ventilation and cooling.

2.The compressor must be installed on a smooth,level surface capable of

supporting the gross weight of the machine.

KRSP-150/200 FS/VSD

P150/200-07272018

-002

Applicable models：

KRSP150-100/125/150

KRSP150-100/125/150 VSD

KRSP200-100/125/150

KRSP200-100/125/150 VSD

115.7 [2940]

118.1 [3000]

21.9 [555]

70.1 [1780]

66.5 [1690]

80.7 [2050]

32.7 [830] 26.2 [665]

70.1 [1780]

Discharge air

NPS3 CLASS150

66.9 [1700]

20.1 [510]

22.5 [571]

23.2 [590]

3.5 [90]

B

Control pipe water drain

NPT1/8

A

Control panel

Inlet air

View B

Cooler inlet air

11.8 [300]

11 [280]
4.3 [110]

25.6 [650]

70.1 [1780]

23.2 [590]

Exhaust air

Oil cooler drain NPT1/2

Aftercooler water drain NPT1/2

Tank drain NPT1/2

Power in

∅3.1"[∅80]
22.4 [569]

View A

42.1 [1070]

65 [1650]

10.9 [276]

29.8 [756]

Air Inlet

69.4 [1762]
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