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IE3 HIGH EFFICIENCY MOTOR

STATE-OF-THE ART INVERTER

EXCELLENT PERFORMANCE
WITH DIRECT COUPLING
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TYPICAL USER PROFILES
Profile 1: the unit runs 24 hours on 24 for 7 days a week 
with consumption variability between 70 and 100%.

Profile 2: this is represented by a unit running for 16 
hours a day and 5 days a week. Air consumption varies 
from 70 to 100% of maximum air demand.

Profile 3: this profile represent an application with an 
eight-hour shift at constant consumption for five days a 
week. Air demand tends to stay around 90% of maximum 
requirement.
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Model Max. working pressure F.A.D.
Sound 

pressure 
level

Power Air receiver Dimensions  
LxWxH

Weight

bar psig m3/min scfm db(A) kW hp l mm ins mm ins mm ins kg Ibs

OPTIMA 30 7 ÷ 10 100 ÷ 150 2,86 ÷ 5,34 101 ÷ 189 66 30 40 - 1830 72 960 38 1670 66 820 1804

OPTIMA 37 7 ÷ 10 100 ÷ 150 3,63 ÷ 6,48 128 ÷ 229 66 37 50 - 1830 72 960 38 1670 66 880 1936

OPTIMA 45 7 ÷ 10 100 ÷ 150 4,28 ÷ 8,00 151 ÷ 283 66 45 60 - 1830 72 960 38 1670 66 940 2068

OPTIMA 110 7 ÷ 10 100 ÷ 150 11,25 ÷ 20,06 397 ÷ 708 69 110 150 - 2350 93 1440 57 1980 78 2570 5654

OPTIMA 132 7 ÷ 10 100 ÷ 150 13,19 ÷ 23,52 466 ÷ 830 69 132 175 - 2350 93 1440 57 1980 78 2700 5940

OPTIMA 200 7 ÷ 10 100 ÷ 150 20,04 ÷ 35,51 708 ÷ 1254 75 200 250 - 2815 111 1780 70 2235 88 4750 10450

OPTIMA 30 R 7 ÷ 10 100 ÷ 150 2,86 ÷ 5,34 101 ÷ 189 66 30 40 - 1830 72 960 38 1670 66 840 1848

OPTIMA 37 R 7 ÷ 10 100 ÷ 150 3,63 ÷ 6,48 128 ÷ 229 66 37 50 - 1830 72 960 38 1670 66 900 1980

OPTIMA 45 R 7 ÷ 10 100 ÷ 150 4,28 ÷ 8,00 151 ÷ 283 66 45 60 - 1830 72 960 38 1670 66 960 2112

OPTIMA 110 R 7 ÷ 10 100 ÷ 150 11,25 ÷ 20,06 397 ÷ 708 69 110 150 - 2350 93 1440 57 1980 78 2670 5874

OPTIMA 132 R 7 ÷ 10 100 ÷ 150 13,19 ÷ 23,52 466 ÷ 830 69 132 175 - 2350 93 1440 57 1980 78 2780 6116

OPTIMA 200 R 7 ÷ 10 100 ÷ 150 20,04 ÷ 35,51 708 ÷ 1254 75 200 250 - 2815 111 1780 70 2235 88 4950 10890

OPTIMA 30 W 7 ÷ 10 100 ÷ 150 2,86 ÷ 5,34 101 ÷ 189 66 30 40 - 1830 72 960 38 1670 66 840 1848

OPTIMA 37 W 7 ÷ 10 100 ÷ 150 3,63 ÷ 6,48 128 ÷ 229 66 37 50 - 1830 72 960 38 1670 66 900 1980

OPTIMA 45 W 7 ÷ 10 100 ÷ 150 4,28 ÷ 8,00 151 ÷ 283 66 45 60 - 1830 72 960 38 1670 66 960 2112

OPTIMA 110 W 7 ÷ 10 100 ÷ 150 11,25 ÷ 20,06 397 ÷ 708 69 110 150 - 2350 93 1440 57 1980 78 2670 5874

OPTIMA 132 W 7 ÷ 10 100 ÷ 150 13,19 ÷ 23,52 466 ÷ 830 69 132 175 - 2350 93 1440 57 1980 78 2780 6116

OPTIMA 200 W 7 ÷ 10 100 ÷ 150 20,04 ÷ 35,51 708 ÷ 1254 75 200 250 - 2815 111 1780 70 2235 88 4750 10450
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RAIL&TRANSPORTATION

INDUSTRIAL COMPRESSORS

OEM AIR COMPRESSORS

AI SMELTING COMPRESSORS

OEM GAS COMPRESSORS


