MAX “WV* « 175 PSI

o Solid cast iron construction e Five cylinder WV design
Construccion sdlida en hierro fundido Diseno de cinco cilindros en WV

® Splash oil lubricated pump e Large slow running pump
Cabezal lubricado por sistema de salpicadura Cabezal grande de baja rotacién

® | arge swedish stainless steel reed valves ® 7 stage - better efficiency
Grandes vélvulas de lamina de acero 2 etapas - mejor eficiencia
inoxidable suecas

_ ® 1 Year Pump Warranty
® (Centrifugal unload@r Garantia de el cabezal de 1 afio
Descargador centrifugo I
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MSWV 80MAX  933.9385-0 5 2.5/3.543/(3x)4.75  2.755 910 21.26 2
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MSW 80 MAX 244 9606 344 13543 0.551 650 25591 960 37.795 780 30709 120 4724

IC-TECH© PATENTED TECHNOLOGY
AUDAZ - 175 PSI TECNOLOGIA IC-TECH® PATENTEADA

Integrated connection between high efficiency stages
Conexion integrada entre etapas de alta eficiencia

® Fasy and low-cost maintenance: No belt @ 20% less energy consumption:

drive, longer oil life - up to 300 hours Direct coupling - reduces energy
(between changes), lower operating loss during transmission
temperature - reduces wear on the Consumo de energia: acople
components directo - reduce la pérdida de
Facilidad y menor costo de mantenimiento: energia en la transmision

sin transmision por correas, mayor

durabilidad del aceite - hasta 300 horas

(entre sustituciones), menor temperature e 1 Year Pump Warranty

de operacion: reduce el desgaste de los Garantia de el cabezal de 1 aiio
componentes

Frequency | Displacement Cyl. Size (in) Weight
MODEL %ODE Frecuencia | Desplazamiento Cil. Tamanio (pulg) Peso
MODELO CODIGO Cylinder Diamet
ylinder Diameter | Stroke
nmmnmmn S e, | tos | @M Pross |
MCSV 20 AP 932.7558-0 5 single 3"/1.65" 2,578 1750 114,5 14.2
MCSV 20 AP 932.7559-0 5 three 230 60 20 175 2 3"/1.65" 2578 1750 1145 14.2
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MCSV 20 AP 308 12125 508 442 17.4 170 6.692 624 24.566




